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INSTALLATION INSTRUCTIONS

Front Weight Bracket Kit (TK95054)

Kit Includes
Letter Description Qty

A Weight Bracket 1

B Retention Rod 1

C 1/2" x 1-1/4” Flange Bolt 4

D 1/2" Flange Nut 4

E Hairpin Cotter 2

Installation Instructions
1. Bolt Weight Bracket (A) to the front of the tractor 

frame using the four 1/2" x 1-1/4" Flange Bolts (C)  
and 1/2" Flange Nuts (D). Torque to 52 +/-1 ft. lbs.

2. Hang the suitcase weights on the Weight Bracket. 
For suitcase weight compatibility, please consult the 
Suitcase Weight Compatibility table to the left.

 2a.  For Kubota suitcase weights (G8103), slide the   
  Retention Rod (B) through bottom of weights   
  and use Hairpin Cotters (E) in the two furthest   
  holes on the Retention Rod.
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This Front Weight Bracket Kit enables 
suitcase weights to be mounted on Kubota  
BX2380 and BX2680 Sub-Compact Tractors.

Suitcase Weight Compatibility
Part # Mfg Weight Qty

G8103 Kubota 25 lb (11 kg) 10

LS203 Lonestar 42 lb (19 kg) 7

R66949/UC13263 John Deere 42 lb (19 kg) 7
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WARNING: A full TKV 20 can weigh upwards 
of 600 pounds. Refer to the manufacturer or 
dealership for proper ballasting requirements.

GREY
PMS 427
CMYK C19   M15   Y16   K0
RGB R204   G204   B204
Hex #CCCCCC
Threa Light Ash 

BLUE
PMS 647
CMYK C91   M60   Y4   K0
RGB R20   G103   B172
Hex #1268AC
Thread Farm Blue

ORANGE
PMS 715
CMYK C0   M69   Y98   K0
RGB R243   G113   B33
Hex #F37121
Thread Tennessee Orange

GREY
PMS 428
CMYK C27   M17   Y17   K0
RGB R195   G197   B200
Hex #c3c5c8
Thread Light Gray

BLUE
PMS 287
CMYK C100   M87   Y20   K10
RGB R32     G61    B124
Hex #203d7c
Thread Dark Royal

BLACK
PMS TBD
CMYK C0   M0  Y0   K100
RGB R0   G0   B0
Hex #000000
Thread Black

GOLD
PMS 3965
CMYK C1  M14   Y99   K0
RGB R254   G212   B2
Hex #�d402
Thread NFL Yellow

DARK BLUE

CMYK  C98 M74 Y24  K08
RGB  R14 G78 B129 
HEX#  0E4E81

PANTONE  301

THREAD     Empire

LIGHT BLUE

CMYK C56 M24 Y06  K00
RGB  R113 G164 B205 
HEX# 71A4CD

PANTONE 645

THREAD       Light Blue

MEDIUM BLUE

CMYK  C90 M59 Y04  K00
RGB  R18 G104 B172 
HEX# 1268AC

PANTONE  3015

THREAD     Farm Blue
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 2b.  For Lonestar/Deere suitcase weights, slide the 
  Retention Rod (B) through both holes on the top   
  of the Weight Bracket and insert Hairpin Cotters (E)  
  in the two center holes on the Retention Rod.

Warranty
TerraKing’s products are guaranteed to be free from defects 
in material and/or workmanship and to perform as advertised 
when properly assembled, installed, used, and maintained 
in accordance with written instructions. Failure to adhere to 
this will void the warranty. TerraKing will not be responsible 
for labor, loss, or consequential damage of any kind or 
character caused by defective parts, or for charges  
incurred in the replacement or repair of defective parts. 
TerraKing reserves the right to request photos or return of 
damaged/defective parts. To submit a claim, please have 
your original purchase date and a copy of your receipt (if 
available).

Warranty Period
The TerraKing Front Weight Bracket Kit is warranted  
for a period of 1 (one) year after the purchase date for  
residential use, and 6 (six) months after the purchase  
date for commercial use. This product is warranted by 
TerraKing to the original purchaser/customer against  
defects in material and workmanship under normal  
operating conditions.
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WARNING: Not using the shaft can result in 
serious injury or damage to equipment. 


